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— NGestGo

NGest Gold Dub Station Software allows you to frame
accurately dub content from one media form to
another i.e. record data from tape and digital file
formats.

Within NGest Gold, you can assign the source,
destination, encoding rates, and other clip-specific
values. Editable fields within the interface include;
variable pre-roll, bit rate, clip name, duration, matching
ISCl, and description. In and out points are synced by
manual on-screen and keyboard jog & shuttle
functions as well as an optional external controller.
Time code and control track displays aid clip
preparation and when the clip is ready for transfer, the
operator can immediately record or setup a specific
timed start.

A single instance of NGest can control multiple sources
and destinations using EMC-NT. The user interface
allows the operator to specify if a new video file should
be copied to a digital archive associated with the video
server. As an option NGest Gold can also be configured
to import a dub list provided by a facility's existing
traffic system.

Optional router control through EMC Router provide
the power to setup the record automatically. Choose
up to 4 additional destinations to simultaneously
record to. Fully configurable GUI allows an interface to
be created that matches your specific requirements.

KEY FEATURES

-Frame accurate recording

-Delete content from the server and database
+Archive ready

«Entered information about the source tape is
kept in the database

«Create simultaneous backups during the
record process

«Variable pre-roll

«Variable bit rate (if supported by the server)
JImmediate or delayed recording at a given
clock time

«Jog and shuttle on screen or via the keyboard
-Drag and drop from the database viewer

EMC-NT Software Interface

d- Dubbing / Recording

Sample NGest Interface. This particular one allows you to select a
source and a single destination device. Jog and shuttle control of the
source, selected meta-data to input, Recording and Abort button as
well as a means to implement an archive.

The application on the right is
used by a major government
installation to record video feeds
to a variety of encoding devices
ie. Tape, HD Server, Low Res
Proxy and Asset Management.
This configuration provides
control of the source and the
destination device  while
displaying constantly updated
status for all machines. Connect
and disconnect buttons allow
the operator to grab and release
control of devices and switch the
router from source to all
destinations.

BENEFITS

«Eliminate the need to use secondary software
applications to trim the dubbed video files
‘Removes unwanted content from the server
«Schedule recordings from a specific source to

the server at any given time

Never enter clip information twice. NGest
updates the database with current information
Supports different machine types and their

varying pre-rolls

«Transfer material from a server to a digital
archive directly from the NGest interface
-Jog and shuttle functions can be controlled
through mouse and keyboard
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